
HCL ROBOTIC AUTOLOADER
For unattended disc duplication runs, let the Microboards HCL Autoloader 
handle the work load.  With a state-of-the-art robotic arm and eight drives, the 

autoloader will burn up to 104 CDs or 72 DVDs per hour.

• Complete standalone operation:  No PC required
• Maximum 1000 disc capacity
• Multi-Master Recognition Technology (MMRT): Loads multiple masters at 
once to run multiple duplication jobs in succession.
• Sticky media separator option: Higher probability to separate sticky 
media.
• Multi-Language capability for English & Spanish
• Auto-Counter Technology: Displays the total number of discs successfully 
copied compared to desired output for each project.

®
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Specifi cations
Model MICROBOARDS AUTOLOADER: 18x DVD/CD 

Autoloader, Stand-Alone

Disc Capacity 1,000 Discs

Target: 4, 6, & 8

Hard Drive 160 GB

Throughput 
Capacity per 
Hr.

4 Drives: 48 DVD / 68 CD
6 Drives: 66 DVD / 90 CD

8 Drives: 72 DVD / 104 CD

Max Writing 
Speed

18X DVD+R, 18X DVD-R, 10X Double Layer DVD+R, 
6X-10X Dual Layer DVD-R, 8X DVD+RW, 6X DVD-RW, 

40-48X CD-R, 24X-32X CD-RW

Display 20 x 2 LCD

Buff er Memory 128 MB

Partition 
Naming

Up to 8 characters per partition

Account Mgmt. 32 users (standard) or 64 users (premium)

Auto Counter Up to 9,999 per title

Supported 
Reading 
Formats

DVD-ROM, DVD-Video, DVD-Audio, DVD+R DL, DVD-R 
DL, DVD-R, DVD-RW, DVD+R, DVD+RW, Mode 1: CD-

ROM, CD-1, Multi-session CD, CD-Plus, 61mm business 
card CD-R, 3” mini CD-R, CD-ROM Data Mode 2

Supported 
Writing 
Formats

DVD+R DL, DVD-R DL, DVD+R, DVD+RW, DVD-R, DVD-
RW, 61mm business card CD-R, 3” mini CD-R, Orange 

Book standard 74 min/80 min CD-R/RW

Burn Proof 
Support

Yes

Power Supply Input: 90 ~ 240 AV, 500 WATT max

Operating 
Humidity

20% ~ 80%

Temperature 
Extremes

40° C (104° F) / 5° C (41° F)

Regulations FCC, CE

All-New Robotic Autoloader-Perfect 
Solution for Large Bulk Jobs


